
MODEL ft
3

m
3

ft
3

m
3

lb/hr kg/hr Lbs. Kg lb/hr kg/hr Lbs. Kg lb/hr kg/hr Lbs. Kg

PC-50 18 0.51 13 0.36 30 14 126 57 50 23 126 57 60 27 252 114

PC-100 37 1.04 26 0.73 60 27 257 117 100 45 257 117 120 54 515 233

PC-150 53 1.50 37 1.05 90 41 370 168 150 68 370 168 180 82 739 335

PC-200 74 2.09 52 1.47 120 54 517 235 200 91 517 235 240 109 1,035 469

PC-300 108 3.07 76 2.15 180 82 758 344 300 136 758 344 360 163 1,517 688

PC-400 145 4.12 102 2.88 240 109 1,018 462 400 181 1,018 462 480 218 2,035 923

PC-500 195 5.52 136 3.86 300 136 1,364 619 500 227 1,364 619 600 272 2,728 1,237

CA-50 18 0.51 13 0.36 30 14 126 57 50 23 126 57 60 27 252 114

CA-100 37 1.04 26 0.73 60 27 257 117 100 45 257 117 120 54 515 233

CA-150 53 1.50 37 1.05 90 41 370 168 150 68 370 168 180 82 739 335

CA-200 74 2.09 52 1.47 120 54 517 235 200 91 517 235 240 109 1,035 469

CA-300 108 3.07 76 2.15 180 82 758 344 300 136 758 344 360 163 1,517 688

CA-400 145 4.12 102 2.88 240 109 1,018 462 400 181 1,018 462 480 218 2,035 923

CA-500 195 5.52 136 3.86 300 136 1,364 619 500 227 1,364 619 600 272 2,728 1,237

CA-750 269 7.61 188 5.32 450 204 1,880 853 750 340 1,880 853 900 408 3,760 1,706

CA-1000 368 10.41 257 7.29 600 272 2,573 1,167 1,000 454 2,573 1,167 1,200 544 5,146 2,334

CA-1500 549 15.55 384 10.88 900 408 3,844 1,743 1,500 680 3,844 1,743 1,800 816 7,687 3,487

CA-2000 739 20.93 517 14.65 1,200 544 5,174 2,347 2,000 907 5,174 2,347 2,400 1,089 10,348 4,694

CA-2500 908 25.71 636 18.00 1,500 680 6,357 2,883 2,500 1,134 6,357 2,883 3,000 1,361 12,713 5,767

CA-3000 1,107 31.33 775 21.93 1,800 816 7,746 3,513 3,000 1,361 7,746 3,513 3,600 1,633 15,491 7,027

CA-4000 1,446 40.94 1,012 28.66 2,400 1,089 10,121 4,591 4,000 1,814 10,121 4,591 4,800 2,177 20,242 9,182

15-20 LBS/CUFT

Burn Rate

- Rubbish

Burn Rate

Type 1

Max. Load

8-10 LBS/CUFT 8-10 LBS/CUFT

* Maximum batch load computed using 70% fill rate (by volume) and may vary due to waste composition.

Type 0 - Trash

Maximum Batch Load and Standard Burn Rates*

Type 2 - Refuse

Burn Rate Max. LoadMax. Load

Primary 

Volume

Max. Batch 

Load (vol.)
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MODEL ft
3

m
3

ft
3

m
3

lb/hr kg/hr Lbs. Kg lb/hr kg/hr Lbs. Kg lb/hr kg/hr Lbs. Kg

PC-50 18 0.51 13 0.36 30 14 441 200 25 11 693 314 25 11 126 57

PC-100 37 1.04 26 0.73 60 27 900 408 50 23 1,415 642 50 23 257 117

PC-150 53 1.50 37 1.05 90 41 1,294 587 75 34 2,033 922 75 34 370 168

PC-200 74 2.09 52 1.47 120 54 1,811 821 100 45 2,846 1,291 100 45 517 235

PC-300 108 3.07 76 2.15 180 82 2,654 1,204 150 68 4,171 1,892 150 68 758 344

PC-400 145 4.12 102 2.88 240 109 3,562 1,616 200 91 5,597 2,539 200 91 1,018 462

PC-500 195 5.52 136 3.86 300 136 4,773 2,165 250 113 7,501 3,402 250 113 1,364 619

CA-50 18 0.51 13 0.36 30 14 441 200 25 11 693 314 25 11 126 57

CA-100 37 1.04 26 0.73 60 27 900 408 50 23 1,415 642 50 23 257 117

CA-150 53 1.50 37 1.05 90 41 1,294 587 75 34 2,033 922 75 34 370 168

CA-200 74 2.09 52 1.47 120 54 1,811 821 100 45 2,846 1,291 100 45 517 235

CA-300 108 3.07 76 2.15 180 82 2,654 1,204 150 68 4,171 1,892 150 68 758 344

CA-400 145 4.12 102 2.88 240 109 3,562 1,616 200 91 5,597 2,539 200 91 1,018 462

CA-500 195 5.52 136 3.86 300 136 4,773 2,165 250 113 7,501 3,402 250 113 1,364 619

CA-750 269 7.61 188 5.32 450 204 6,581 2,985 375 170 10,341 4,691 375 170 1,880 853

CA-1000 368 10.41 257 7.29 600 272 9,005 4,085 500 227 14,151 6,419 500 227 2,573 1,167

CA-1500 549 15.55 384 10.88 900 408 13,452 6,102 750 340 21,140 9,589 750 340 3,844 1,743

CA-2000 739 20.93 517 14.65 1,200 544 18,109 8,214 1,000 454 28,457 12,908 1,000 454 5,174 2,347

CA-2500 908 25.71 636 18.00 1,500 680 22,248 10,092 1,250 567 34,962 15,858 1,250 567 6,357 2,883

CA-3000 1,107 31.33 775 21.93 1,800 816 27,110 12,297 1,500 680 42,601 19,324 1,500 680 7,746 3,513

CA-4000 1,446 40.94 1,012 28.66 2,400 1,089 35,424 16,068 2,000 907 55,666 25,250 2,000 907 10,121 4,591

30-35 LBS/CUFT 8-10 LBS/CUFT

* Maximum batch load computed using 70% fill rate (by volume) and may vary due to waste composition.

- Hospital

Burn Rate

Type 3

Max. Load

- Path

Burn Rate Max. Load

Type 6- Garbage

Primary 

Volume

Max. Batch 

Load (vol.)

Maximum Batch Load and Standard Burn Rates*

Burn Rate Max. Load

Type 4

45-55 LBS/CUFT
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